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TECHNICAL PARAMETERS:

|
B Nameartide. _ _ _ _ __ _ __________________. Andromeda Air UVC 80-40 W
Overall dimensions[mm 1. _ _ _ _ _ _ _ _ _ _ _ _ _ _ _____. 565x159x126
Weight [kq 1. _ _ _ _ _ _ _ o ______. 2.7kg
Power consumption [W]_ _ _ _ _ _ _ _ _ _ _ _ ________. 40 W
Effective radiated power in the UV-Cspectrum [W]. _ _ _ _ _ _ _. 12W
Ventilation flow [m3/hour]. _ _ _ _ _ _ _ _ _ _ __ _ _____. 80 m3 /hr.
Air disinfection capacity [m3 /hour]. _ _ _ _ _ __ _ _ _ _ _ __ 60 M / hr.
Operating temperature [C°] . _ _ _ _ _ _ _ _ _ _ _ ______ -21°C-450C
Overall Dimensions V' Housing: Powder coated steel
(color choice option)
" /2 V' Air disinfection:
ag————
S up to 80 m*/ hour
o V' Noise level: 45dB
I o Q \/ .
3 e Supply voltage:
| = N 220-240V
| T _,/////// v Degree of protection: IP 20
7\759\

Warranty of the device: 24 months.
Warranty of UV-C light sources: 12 months.
Life cycle of light sources 9000 hours.
Mandatory replacement of 7500 hours
(upon reaching 70% of the life cycle).
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